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Location:  St. Paul, MN 
 
Job No.:  1205.12 
 

 
This Addendum forms a part of the Architectural Specification and Drawings.  It modifies 
the “Architectural Bid Set” of documents:  Specification and Drawings dated 9/14/12. 
 
The additions, revisions, corrections, and clarifications contained herein shall be made to the 
drawings and specifications for the project and shall be included in the scope of work and in 
the revisions to the bids to be submitted.  References made below to drawings and 
specifications shall be used as a general guide only.  Bidders and Contractors shall 
determine for themselves all of the work affected by Addendum items and acknowledge 
receipt of the Addendum in submitted bids. 
 

`e^kdbp=ql=qeb=pmb`fcf`^qflkp=

SECTION 00 4102 – HRA LINE ITEM BID SHEET 

 1.  Replace this section with attached revised bid form (085313-Vinyl Window line 

added). 

SECTION 02 4100 -  DEMOLITION 

1. Add paragraph 1.01, AT: 

AT.  Remove plaster and gypsum board ceiling and wall at dining room and 

bedroom 1 closet and bedroom 2 closet as required for new supply and 

return ductwork to Bedroom 2.  

2.  Delete paragraph 2.03D and subparagraphs.  See 1.01 for demolition scope. 

SECTION 08 5313 – VINYL WINDOWS 

 1.  Insert this section. 

SECTION 09 0120 – REPAIR OF PLASTER AND GYPSUM BOARD SURFACES 

1. Add paragraph 1.01, G.: 

G.  Patch walls and ceiling at areas modified for new supply and return 

ductwork to Bedroom 2. 

SECTION 09 6800 – CARPETING 

1. Change paragraph 2.02, A to read:  

A.  Cushion:  Bonded foam cushion, 4 lb/cu. Ft. density, 3/8” thick. 
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SECTION 23 5400 – FORCED AIR FURNACES AND DUCTS 

1. Add paragraph 1.01, K.: 

K.  Add a supply and return grille to Bedroom 2.  Modify and add ductwork 

routed to Bedroom 2 through hallway wall and dining room ceiling to provide a 

second hvac supply grille in bedroom 2 floor adjacent to the west bedroom 

window.  Provide ducted return through bedroom 2 closet wall adjacent to 

radon pipe and down through bedroom 1 closet wall (adjacent to radon pipe) to 

basement to main duct return. 

SECTION 26 0001 – POWER, WIRING AND DEVICES 

1. Clarify that conduit shall be used where wiring is now or will be exposed due to the 

renovation scope, for example at basement electrical panel. 

APPENDIX 

Insert St. Croix Environmental Addendum #1 – Asbestos and Lead-Based Paint 

Survey dated September 24, 2012. 
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GARAGE:  Insert the attached Menards Garage Design #74105 dated 1/5/2012 and picking 
slip dated 7/5/12 for the layout, dimensions and components of the garage.  Roof slope 
shall be 4:12 and roof overhangs shall be 12” on all sides.  Service door shall swing to the 
left.  Note: There is NOT a pre-purchased garage package for 742 Jessamine. Contractor 
bids should include costs for all materials. The design and product list from Menards is 
included as an indicator of acceptable materials and design only; there is no requirement 
to purchase materials from Menards. 
 
SITE DRAWINGS:  Clarify garage placement on the site.  Distance from south property line 
(alley) shall be 5’-6” and distance from east property line shall be 5’-6”. 
 
 
END OF ADDENDUM # 1 
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SECTION 00 4102
HRA LINE ITEM BID SHEET

PART 1  MANUAL BID SHEET - LINE ITEM BREAKDOWN OF WORK
DIVISION 01 - GENERAL REQUIREMENTS
 01 0010 - HRA GENERAL REQUIREMENTS   $__________
 01 2300 - Alternates

1. ALTERNATE 1:  RADON MITIGATION   $___________
2. ALTERNATE 2:  REPLACE BASEMENT SLAB    $___________
3. ALTERNATE 3:  CHIMNEY REMOVAL    $___________
4. ALTERNATE 4:  INTERIOR DOOR REPLACEMENT (per door) $___________
5. ALTERNATE 5:  BATHROOM FLOOR TILE    $___________
6. ALTERNATE 6:  (NOT USED)
7. ALTERNATE 7: SOLID SURFACE COUNTERTOP  $___________
8. ALTERNATE 8:  BASEMENT SLAB AND HELICAL PIERS  $___________

DIVISION 02 - EXISTING CONDITIONS
 022633 - Mold Assessment     $___________
 024100 - Demolition     $___________
 028200 - Asbestos Remediation    $___________
 028313 - Lead Hazard Control Activities    $___________
 028500 - Radon Mitigation     $___________
DIVISION 03 - CONCRETE
 033000 - Cast in Place Concrete    $___________
DIVISION 04 - MASONRY
 040100 - Maintenance of Masonry    $___________
 042000 - Unit Masonry     $___________
 042300 - Glass Unit Masonry    $___________
DIVISION 05 - METALS (NOT USED)
DIVISION 06 - WOOD, PLASTICS AND COMPOSITES
 061000 - Rough Carpentry     $___________
 061753 - Shop Fabricated Wood Trusses   $___________
 062000 - Finish Carpentry     $___________
DIVISION 07 - THERMAL AND MOISTURE PROTECTION
 071400 - Fluid-Applied Waterproofing    $___________
 072119 - Foamed-In-Place Insulation    $___________
 072126 - Blown Insulation     $___________
 072500 - Weather Barriers     $___________
 072700 - Air Barrier System     $___________
 073113 - Asphalt Shingles     $___________
 074646 - Fiber Cement Siding  (Labor)    $___________
 074646 - Fiber Cement Siding (Materials)   $___________
 076200 - Sheet Metal Flashing and Trim    $___________
 077123 - Manufactured Gutters and Downspouts   $___________
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DIVISION 08 - OPENINGS
 081100 - Exterior Insulated Metal Doors and Frames   $___________
 081429 - Wood Doors     $___________
 083323 - Overhead Garage Door    $___________
 085213 - Metal-Clad Wood Windows    $___________
 085313 - Vinyl Windows     $___________
DIVISION 09 - FINISHES
 090120 - Repair of Plaster and Gypsum Board Surfaces  $___________
 090160 - Hardwood Flooring Restoration    $___________
 092116 - Gypsum Board Installation    $___________
 093000 - Tiling      $___________
 096800 - Carpeting     $___________
 099000 - Painting and Coating    $___________
DIVISION 10 - SPECIALTIES
 105623 - Closet Storage Shelving    $___________
 107446 - Window Wells     $___________
DIVISION 11 - EQUIPMENT
 113100 - HRA Residential Appliances    $___________
DIVISION 12 - FURNISHINGS
 121110 - HRA Mail Box and House Numbers   $___________
 121111 - Bathroom Furnishings    $___________
 123530 - Residential Casework    $___________
DIVISION 22 - PLUMBING
 223000 - Plumbing Equipment    $___________
 224000 - Plumbing Fixtures and Piping    $___________
DIVISION 23 - HEATING, VENTILATING AND AIR CONDITIONING
 230000 - Residential Ventilation    $___________
 235400 - Forced Air Furnace and Ducts    $___________
 236213 - Forced Air A/C     $___________
DIVISION 26 - ELECTRICAL
 260001 - Power, Wiring and Devices    $___________
 265101 - HRA Lighting     $___________
DIVISION 28 - ELECTRONIC SAFETY AND SECURITY
 281600 - Intrusion Detection     $___________
DIVISION 31 - EARTHWORK
 312200 - Grading     $___________
DIVISION 32 - EXTERIOR IMPROVEMENTS
 321313 - Concrete Paving     $___________
 323223 - Segmental Retaining Walls    $___________
 329223 - Sodding     $___________
 329300 - Planting     $___________
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TOTAL      $___________
END OF SECTION
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SECTION 08 5313
VINYL WINDOWS

PART 1  GENERAL      $___________
1.01 SUMMARY

A. Provide 3' wide by 2' high white vinyl slider window at garage.
1.02 PERFORMANCE REQUIREMENTS

A. Performance Requirements: Energy Star Rated to meet Minnesota climate conditions. Climate
Zone 6 for 2006 IECC, ASHRAE 90.1-2007 and ENERGY STAR.

PART 2  PRODUCTS
2.01 COMPONENTS

A. Windows:  Extruded, hollow, tubular, ultra-violet resistant polyvinyl chloride (PVC) with integral
color; factory fabricated; with vision glass, related flashings, anchorage and attachment devices.
1. Performance Requirements:  AAMA/WDMA/CSA 101/I.S.2/A440 R15.
2. Configuration: horizontal sliding sash.
3. Color: Color as selected.

B. Insect Screens: 14/18 mesh, steel strands.
C. Fasteners: Stainless steel.

2.02 ADHESIVES AND SEALANTS
A. VOC content not to exceed the following [g/L; less water and less exempt compounds]:

1. Multipurpose Construction Adhesives: 70 g/L
2. Structural Glazing Adhesives: 100 g/L

2.03 HARDWARE
A. Sash lock: Lever handle with cam lock.

PART 3  EXECUTION
3.01 INSTALLATION

A. Install window units in accordance with manufacturers instructions.
B. Attach window frame and shims to perimeter opening to accommodate construction tolerances

and other irregularities.
C. Align window plumb and level, free of warp or twist.  Maintain dimensional tolerances and

alignment with adjacent work.
D. Insulate any voids between the window frame and the rough opening with foam insulation.

3.02 ADJUSTING
A. Adjust hardware for smooth operation and secure weathertight closure.

3.03 APPLICATIONS
A. Water Management: Walls, Exterior Windows

1. Provide weather-resistive barrier/housewrap
2. Provide pathway for liquid water to exit exterior wall assembly
3. Provide pan flashing, side flashing, and head flashing

END OF SECTION



 
 
September 24, 2012 
 
Lucas Glissendorf 
Housing Development Intern 
City of Saint Paul  
Planning and Economic Development 
25 West 4th Street, Suite 1100 
Saint Paul, MN 55102 
 
Subject:  Addendum #1 – Asbestos and Lead-Based Paint Survey 

742 Jessamine Avenue East 
Saint Paul, Minnesota 

 
Dear Mr. Glissendorf: 
 

St. Croix Environmental, Inc. (SCE) is providing this Addendum #1 to the above-referenced Asbestos and Lead-

Based Paint Survey report. The original report was submitted to the City of Saint Paul Department of Planning 

and Economic Development (PED) on August 3, 2012. Preparation and submittal of this addendum is in response 

to a request from PED for incorporation, by reference, of additional information from a prior asbestos survey 

completed for PED by Asbestos Abatement Associates (AAA) on June 30, 2012, and a prior lead-based paint 

survey completed for PED by Angstrom Analytical and Environmental Services (Angstrom) on July 3, 2012.                      

.   

The following provides a summary of additional materials that tested as positive during the prior surveys, and 

which should be considered as asbestos-containing or lead-containing for purposes of future abatement activities.  

 

1) Asbestos: The AAA report listed white window glazing in a total of four (4) basement windows as 

asbestos-containing. The glazing exhibited 3-4% chrysotile asbestos-containing material.  

2) Lead-Based Paint: The Angstrom report listed white painted concrete foundation as lead-based material. 

 

If you have any questions regarding this addendum, please contact me at your convenience.  
 
Sincerely,  
St. Croix Environmental, Inc.     

 
Kevin J. Miller    
Senior Project Manager 
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